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This paper focuses on two plasma actuators, developed at ONERA: the DBD actua-
tor (Dielectric Barrier Discharge) and the PSJ actuator (Plasma Synthetic Jet). At 

the DMAE (Modeling for Aerodynamics and Energetics Department), DBD actuation is 
investigated for laminar/transition purposes. The results presented deal with 2D confi-
gurations including both experimental and modeling works. As regards the activities 
on the PSJ actuator, most of the work is dedicated to the detailed characterization of 
the general physics involved in such an actuator. Similarly to the DBD activities, both 
experimental and modeling investigations are performed in order to be able to develop 
efficient control strategies using the PSJ actuator.

Introduction

Over the last two decades, increasing efforts have been made with 
regard to plasma-based flow and flight control research activities. 
While some applications decreased in popularity, a considerable 
potential appeared in small-scale plasma actuators. Contrary to 
more conventional devices, plasma actuators have no moving 
parts and offer the possibility of a very fast response in time. The 
two primary mechanisms of plasma-based flow control include 
the generation of body forces and thermal effects. In the first 
category, a non-thermal plasma actuator, called a DBD (Dielec-
tric Barrier Discharge) actuator, has been extensively studied. It 
is based on the generation of a non-equilibrium surface discharge 
that results in a body-force parallel to the wall in which the device 
is inserted. In the second category, the Applied Physics Labora-
tory of Johns Hopkins University initially developed the SparkJet 
actuator, which generates a discharge in a small cavity covered by 
a millimeter nozzle protruding from the wall. A thermal plasma is 
produced in order to locally increase the pressure and temperature 
of the surrounding gas in the cavity, inducing the formation of a 
synthetic jet through the nozzle. 

ONERA has developed plasma actuators of both types over the last 
decade, namely DBD and PSJ (Plasma Synthetic Jet) actuators. Seve-
ral applications have been explored for these actuators, ranging from 
transition delay to flow separation control, through jet noise reduc-
tion. All of them concern subsonic flows. For transition or separation 
applications, flows exhibit small to moderate Reynolds numbers, up 

to 1.3 M, corresponding to low Mach numbers. However, for jet noise 
reduction applications, Mach numbers up to 0.9 have been investi-
gated using the PSJ actuator. Although tangible results have already 
been obtained with regard to this variety of applications, the fine cha-
racterization and the understanding of the mechanisms that drive the 
effect of those actuators on flows is an essential ingredient to prepare 
advanced strategies involving active flow control. 

This article is a synthesis of the work done at ONERA on these two 
actuators, focusing on their experimental characterization and on the 
models developed to simulate their effects on flows.

DBD actuator

An example of a relatively simple plasma actuator is provided by the 
so-called Dielectric Barrier Discharge (DBD) actuator. Up to now, the 
DBD actuator considered in the Department has been constituted of 
two copper electrodes adhered to each face of a dielectric material. 
An alternating high voltage is applied to one electrode, whereas the 
other one is grounded. The resulting electric field in the vicinity of the 
electrodes enables the ionization of the ambient air. Then, the charged 
particles drift under the effect of the electric field, inducing a local 
body force (also called “ionic wind”), parallel to the surface of the die-
lectric. Over the last two decades, many studies have been conducted 
in order to establish the electrical and mechanical characteristics of 
this actuator. Most of them are summarized in a recent review from 
Bénard and Moreau [1].
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This ionic wind can be used to control the flow around various aero-
dynamic configurations. For example, within the European project 
PLASMAERO [1], the DBD actuator technology has been tested for 
delaying the boundary layer separation occurring on a NACA15 airfoil 
mounted with high positive incidence (12.5°) without sweep. Three 
successive single DBD actuators were mounted next to the wall on 
the suction side of the model and have been operated separately or 
simultaneously in order to assess the benefit of a multi-DBD actua-
tion. The results have shown that operating the three actuators si-
multaneously was more efficient than using a single DBD actuation. 
During this series of experiments, performed at the Pprime Institute, 
it has been possible to delay the separation position up to 30% of 
the chord with multi-DBD actuation. The same experiment has been 
conducted with PSJ actuators and showed a maximum delay of 45% 
of the chord.

Another possible use of the DBD actuator currently under investiga-
tion in the DMAE, is the control of the laminar-turbulent transition 
location. In fact, delaying transition over the wings of civil aircraft 
could be a possible way of reducing fuel consumption by reducing 
the skin friction drag. This application has been successfully de-
monstrated on a flat plate, see [3-5], and on an airfoil, see [6-7], 
for two dimensional configurations and velocities with magnitudes 
up to 40 m/s. 

In addition to these experimental investigations, various numerical 
approaches have also been conducted, in order to derive a mathe-
matical model for the body force induced by a DBD plasma actuator 
and to implement it in various fluid solvers (boundary layer codes or 
RANS codes, for example). These body-force models can be classi-
fied into two main categories: phenomenological models, which rely 
on plasma physics [8-10] and empirical models, which are generally 
based on velocity measurements in the vicinity of the plasma actuator 
in quiescent air [11]. However, these empirical models depend stron-
gly on the actuator considered, and particularly on various geometric 
or electric parameters, leading in practice to new models for each 
specific DBD actuator.   

The remaining part of this section is devoted to the description of 
recent activities performed at the DMAE on the laminar-turbulent tran-
sition delay using a DBD actuator.

Steady and unsteady effect of a DBD actuator

A sketch of a typical DBD actuator used at the DMAE is given in 
Figure 1, together with its installation on a flat plate.

In this example, both electrodes have the same width and are made 
from the usual copper tape. The air-exposed electrode is located 
upstream from the one that is grounded, in order to induce a body 
force in the main-stream direction. In this case, a dielectric insert 
made of PMMA with 2 mm thickness is used and the actuator is 
located at x=470 mm from the leading edge. 

In order to understand the effect of the DBD plasma actuator in the 
vicinity of the electrodes, the results obtained from a previous study 
[12] with a similar aerodynamic configuration are worthy of interest. 
Figure 2 shows the time evolution of the longitudinal velocity compo-
nent downstream from a DBD actuator when the latter is turned on. 
In this case, the velocity was measured using Laser Doppler Anemo-
metry (LDA) at y=1 mm from the wall and at x=10 mm from the 
downstream edge of the air-exposed electrode. The main flow was 
seeded with mineral oil particles and the magnitude of the free-stream 
velocity was very low (3 m/s), resulting in data rates of about 10 kHz. 

21 mm 21 mm

2 mm

2 mm

a)

DBD actuator

insert

plate

Figure 1 -  Cross-section view of a typical DBD actuator used in the DMAE (a) 
and a flat plate model equipped with one of them (b)
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Figure 2 – Time evolution of the longitudinal velocity component downstream from a DBD plasma actuator (a) and with a smaller time scale (b) l, from [12]
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Figure 2(a) shows a clear increase in the magnitude of the mean velo-
city (from 1.5 m/s up to 5 m/s) a few milliseconds after the actuator is 
turned on. As explained previously, the DBD induces a body force pa-
rallel to the wall, which results in a steady wall jet of a few meters per 
second (often called “ionic wind”). Nevertheless, this steady effect is 
superimposed with an unsteady effect visible in Figure 2(b), which 
shows the time evolution of the velocity when the actuator is turned 
on, and with a smaller time scale. Velocity fluctuations are clearly 
visible at the same frequency (700 Hz) as the high voltage signal 
used to supply the actuator. In fact, as has been demonstrated by 
many authors [1], the DBD actuator induces an unsteady body force 
at the frequency of the high voltage signal, mainly due to the different 
discharge regimes between the positive and the negative half cycles. 

In the case of a two-dimensional boundary layer, the natural transition 
is induced by the spatial growth of unsteady instability modes, the 
well-known Tollmien-Schlichting (TS) waves. If we want to achieve 
a delay of the transition location, the goal is to decrease this spa-
tial growth or to damp the TS waves. Basically, two approaches are 
possible to attain this goal: on the one hand, steady actuation is used 
to modify the mean velocity profile, in order to make the boundary 
layer more stable. On the other hand, unsteady actuation is used to 
directly counteract the instabilities. The DBD actuator has the ability of 
delaying transition by means of either steady or unsteady actuation, 
as this actuator is able to induce either a quasi-steady or unsteady 
body force (depending on the electrical parameters of the high-vol-
tage signal) [13]. Most of the results presented in this paper about 
transition delay are linked with the first approach: stabilization of the 
boundary layer using the quasi-steady body force induced by the 
actuator. “Quasi-steady” means that the frequency of the high voltage 
signal has to be chosen properly at a sufficiently high value, in order 
to ensure that the unsteady effect will not excite the TS waves, resul-
ting in a promotion of the transition. Thus, only the quasi-steady body 
force will be considered in the following, assuming that the frequency 
of the DBD actuator is higher than the most amplified TS frequencies.

Flat plate case

The model shown in Figure 1 is mounted in the TRIN2 wind tunnel 
of the DMAE, with a free-stream velocity of 35 m/s. This facility 
features a low turbulence level (Tu ~ 1.5x10-3) and is well suited 
for transition experiments (transitional N-factor ~ 7). Assuming 
the development of a Blasius boundary layer, the linear stability 

theory, which agrees with time-resolved hot-wire measurements, 
shows that the most unstable TS frequencies range from 600 Hz 
to 1000 Hz. As a consequence, the frequency of the DBD input 
signal is set at 3 kHz, a value that is sufficiently above the TS 
frequencies to assume that only a quasi-steady body force will 
play a major role. The latter adds momentum inside the boundary 
layer (in the same direction as that of the main flow) and modifies 
the mean velocity profile in such a way that it is more stable with 
respect to the instability TS modes, leading to a transition delay 
(similarly to when suction is applied) with a global benefit in terms 
of friction drag. 

The study presented in this this paper has two main objectives: the 
first is to establish a model of the body force induced by the DBD 
actuator and assess the efficiency of the set-up with respect to the 
laminar-turbulent transition position. The longitudinal velocity com-
ponent is usually determined by hot-wire measurements inside the 
boundary layer. However, this kind of measurement is not possible 
very close to the actuator, because of the interactions between the 
discharge and the hot-wire probe. Therefore, it has been decided to 
perform LDA measurements in the vicinity of the actuator. Figure 3 
gives an example of such velocity measurements, just above the 
downstream edge of the air-exposed electrode (x=470 mm) wi-
thout and with actuation for two different values of the electrical 
power consumption. 

Velocity profiles obtained from LDA measurements are represented, 
compared to the local Blasius boundary-layer profile. These are in very 
good agreement when the DBD is not active (left graph of Figure 3). 
When the actuator is turned on, the longitudinal velocity is increased 
in the boundary layer close to the wall, approximately in the first half 
of the boundary layer thickness. These measurements clearly show 
the effect of the steady body force induced by the actuator inside the 
boundary-layer. The next step is to measure the transition location, in 
order to assess whether the boundary layer is stabilized by this DBD 
actuation.

Figure 4 shows the longitudinal evolution of the velocity fluctua-
tions inside the boundary layer at a constant height (z=1 mm) 
above the wall, obtained from hot-wire measurements. This plot 
presents the same three cases as Figure 3. The transition loca-
tion is characterized by a sudden increase in the velocity fluc-
tuation, as the boundary-layer regime changes from laminar to 
turbulent.   
 

Figure 3 - LDA measurements of the longitudinal velocity just above the DBD actuator in comparison with a Blasius 
boundary-layer profile (full line) without and with DBD actuation
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Figure 4 - Longitudinal evolutions of the velocity fluctuations inside the boun-
dary layer without and with DBD actuation

The natural transition location (without actuation) is measured at 
x=670 mm. When the actuator is turned on, the transition location 
is progressively shifted downstream when the power consumption 
of the actuator is increased. For the lowest power consumption, the 
transition location is delayed by roughly 35 mm, and by more than 
80 mm in case of the highest power value. These measurements 
prove that the local modification of the velocity profiles induced by the 
actuator (shown in Figure 3) enables the stabilization of the boundary 
layer and a delay in the transition.  

2D airfoil case

The same kind of DBD actuator has also been installed on an air-
foil model based on an ONERA-D profile, as presented in Figure 5 
(left). The goal of this study was to assess the ability of the actuator 
to control the transition on a more realistic aerodynamic configura-
tion, for which the boundary layer develops with a non-zero pres-
sure gradient. The model is mounted inside the TRIN1 wind tunnel 
of the DMAE with an incidence of 1.5° in an unswept configuration. 
Longitudinal hot-wire measurements have been performed inside the 
boundary layer at a constant height above the wall, similarly to the 
measurements presented in Figure 4, and for a free-stream velocity of 
21 m/s. The longitudinal evolutions of velocity fluctuations are shown 
in Figure 5 (right), without and with actuation, for a DBD actuator 
located at x/c=33%. 

The results presented in Figure 5 (right) are very similar to those 
shown in Figure 4: the transition is progressively shifted downstream 
when the actuator is turned on and when the electrical power is in-
creased. A maximum transition delay of 6% of the chord has been 
measured for the highest power consumption value.  

This experiment has been reproduced numerically, using the experi-
mental pressure distribution to perform boundary-layer computations 
and linear stability analysis. A model of the body force induced by the 
DBD actuator has been implemented in a boundary-layer code, so as 
to study the influence of the plasma actuator on the stability of the 
boundary layer. An example of a numerical result is shown in Figure 6, 
which presents the chordwise evolutions of the N-factors (chordwise 
integration of amplification rate) for various instability frequencies wit-
hout (left) and with (right) actuation, using similar conditions as for 
the experiment. 
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Figure 5 - (a) Cross-sectional view of the ONERA-D model equipped with 
DBD actuators (b) longitudinal evolutions of velocity fluctuations inside the 
boundary layer without and with DBD actuation 

Figure 6 - Linear stability analysis of the boundary layer developed on the ONERA-D model for the baseline 
case (left) and with DBD actuation (right – Pa=60 W/m) for a free-stream velocity of 21 m/s
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Using the natural transition location obtained from the experiment 
(xtr/c=56% in Figure 5), the left part of Figure 6 enables the value 
of the transitional N-factor (Nt=7) to be determined, which corres-
ponds to the transition threshold in the well-known eN method [14]. 
Then, using the body force model, the manipulated boundary layer 
was computed and the corresponding stability analysis has been 
plotted in Figure 6 (right). The stabilizing effect on the TS waves is 
clearly visible, since all of the N-factor curves are decreasing in the 
region of the plasma-induced body force, resulting in a transition 
delay of 8% of the chord. The numerical results slightly overesti-
mate the experimental delay. 

Current work and perspectives

 With the perspective of delaying the laminar-turbulent transition along 
the wings of realistic transportation airplanes, another issue is to deal 
with crossflow instabilities. Indeed, given that real wings have a non-
zero sweep angle, the boundary layer is 3D and the mean velocity 
profile in the direction perpendicular to the external streamlines – the 
so-called crossflow direction – exhibits an inflection point inside the 
boundary layer. This induces a strong disturbance called the cross-
flow (CF) instability, which occurs close to the leading edge for acce-
lerated mean flows. For this particular instability, both unsteady and 
steady modes can be spatially amplified in the streamwise direction. 
The steady crossflow instability amplitudes are strongly related to the 
roughness of the surface on which the considered boundary layer 
is developing. Finally, two approaches are currently being investiga-
ted in order to control the crossflow induced transition: the first is to 
modify the mean crossflow velocity profile inside the boundary layer; 
the second is to use nonlinear interactions between several crossflow 
instabilities. 

The first approach has been investigated for many years using wall 
suction. The mean velocity profile modified by suction is more stable 
with respect to the instability modes, inducing a delay of the transition 
location. This idea has been tested in-flight by several industrial air-
craft manufacturers and has proven to be very efficient for transition 
delay. However, all of the devices used to create the suction are quite 
expensive to implement in practice, so alternative ways must also be 
assessed. The DBD actuator seems to be a promising way: given that 
the intensity of the mean CF velocity profile is not very high, it can rea-
sonably be affected by the body force induced by this kind of plasma 
actuator. Of course, the direction of the induced body force must be 
chosen properly, so as to reduce the magnitude of the inflexional CF 
mean velocity profile.

The second possible approach is to use the DBD actuator to mimic 
micron-roughness elements, in order to induce a non-linear interac-
tion between the artificial CF modes and the natural modes leading to 
transition. Previous experiments performed in the US [15] and in the 
DMAE [16] show that using artificial roughness elements regularly 
stuck in a line parallel and close to the leading edge, forces the steady 
CF instability vortices, with the spanwise wavelength corresponding 
the spacing between two consecutive roughness elements. Then, the 
trick consists in exciting a slightly amplified CF mode in such a way 
that a non-linear interaction modifies the mean velocity profile, which 
becomes more stable with respect to the most amplified CF modes. 
This idea has been successfully implemented experimentally but the 
size of the roughness elements must be chosen very accurately. The 

advantage of using DBD actuators instead of these roughness ele-
ments is that the amplitude of the body force can be adjusted. 

Both ways are currently being investigated within the framework of 
the BUTERFLI European Project, in cooperation with Russia.

Plasma Synthetic Jet actuator

For several years, the DMAE [17,18], in collaboration with the CNRS 
LAPLACE laboratory [19,20], has developed the Plasma Synthe-
tic Jet (PSJ) actuator, shown in Figure 7, which is similar to the 
SparkJet actuator [21]. This is a compact actuator designed to be 
integrated into a wall and dedicated to flow control applications. It 
consists of a cylindrical cavity whose dimensions do not exceed a 
few millimeters. A convergent nozzle is added to produce a jet, as 
explained in the following, which interacts with the external flow. 
The exhaust orifice has a diameter of 1 mm. Two electrodes are 
located inside the cavity and are connected to an electric circuit. 
Figure 8 shows a diagram of the actuator and the electric circuit. 
The latter can be decomposed into two parts: the charge circuit 
consisting of a high voltage pulse generator, a resistance Rc and a 
capacitor C, and the discharge circuit consisting of the same capa-
citor and the electrodes. At the beginning of a cycle, the capacitor 
is discharged and a high voltage pulse is produced by the power 
supply. The voltage at the capacitor increases up to the breakdown 
voltage value of the air surrounding the electrodes. At this instant, 
an electric arc is produced between the electrodes. Due to the Joule 
effect, the resulting plasma arc transfers energy to the air inside the 
cavity. The temperature and the pressure increase inside the cavity. 
A jet is then generated through the nozzle. Afterwards, a natural 
suction phase occurs, driven by simple pressure recovery, and the 
cycle can be repeated. Thus, the PSJ actuator works as a zero net 
mass flux device. When the actuation frequency is high enough, the 
operation of the PSJ during a cycle is influenced by the previous 
cycle. In this case, at the breakdown instant, the air inside the cavity 
is not at rest. Also, the temperature of the air inside the cavity, the 
walls and the electrodes may remain high. The energy deposition is 
modified by these high-frequency effects, as well as the dynamics 
within the cavity. As a consequence, when the frequency is high 
enough, the jet generated is different from that generated by the PSJ 
working in a single-pulse or low-frequency mode.

Figure 7 – Photograph of a PSJ actuator
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Figure 8 – Diagram of the PSJ actuator inserted into a wall, defining the boun-
dary of a flow, and its electric power supply

Experimental characterization

A significant number of experimental characterizations have been 
conducted at the DMAE on the jet produced by a PSJ actuator, 
either with or without a flow on the surface of the wall in which it 
is inserted. While the experiments bringing into play a flow have 
shown the capability of the actuator to alter and control its dyna-
mics, this section is focused on the characterizations performed 
in a quiescent environment. Indeed, in order to build an accurate 
model of the PSJ actuator, a first necessary step is to capture 
the dynamics of the synthetic jet without any external influences.

Electrical measurements

In order to characterize the electric discharge that drives the 
energy deposition inside the cavity of the PSJ actuator, and thus 
ultimately the dynamics of the synthetic jet, measurements of the 
capacitor voltage Uc and the current in the discharge circuit I were 
performed with a PSJ actuator working at a repetition rate of 1Hz. 
This frequency is sufficiently low to consider the actuator as wor-
king in a single-pulse mode. An example of the signals obtained 
for a capacitance C = 12.2 nF is provided in Figure 9. The voltage 
across the capacitor initially follows the expected charging of the 
RC series circuit previously described in Figure 8. The discharge 
circuit being open, the current is null. At about t = 11.5 μs, elec-
trical breakdown occurs and the plasma generated between the 
electrodes closes the discharge circuit: the voltage across the 
capacitor Uc and the discharge intensity I then describe under-
damped oscillatory responses, indicative of a spark discharge 
[19,22]. Based on a large number of measurements, we showed 
that a simple and relevant electrical model of the discharge can 
be constructed to reproduce the major characteristics of the cur-
rent during the energy deposition phase of the PSJ actuator. This 
electrical model of the discharge is shown in Figure 10. Particu-
larly, it can be assumed that the total equivalent resistance R and 
inductance L are constant during the discharge. This model will 
serve as a physically-based input for unsteady simulations of the 
actuator relying on the methodology proposed by Laurendeau et 
al [23], and sheds light on the major electrical parameters driving 
the discharge, which it is important to account for in future design 
improvements of the actuator.
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Schlieren visualizations

A first aerodynamic characterization of the synthetic jet produced in a 
quiescent environment was performed using Schlieren visualizations. 
Such visualizations are aimed at providing a qualitative description of 
the density gradients in a given direction, integrated along the path of 
the rays of light. Examples of Schlieren visualizations obtained for a 
capacitance of 30 nF are provided in Figure 11. A phase-averaging 
procedure was used, in order to provide the mean jet topology at 
given instants during its development. The phase-averaging process 
is performed using the breakdown instant as the reference instant. As 
observed in these figures, the phase-averaged synthetic jet is com-
posed of a train of vortex rings, convected at different velocities and 
interacting with one another. The generation of these vortex rings is 
tightly linked to the dynamics of the pressure waves generated inside 
the cavity of the actuator during the energy deposition phase.

(a) t=83 μs (a) t=93 μs (a) t=103 μs (a) t=110 μs

Figure 11 - Phase-averaged Schlieren visualizations obtained for an installed 
capacitance C=30 nF, at various instants t from the breakdown instant.
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Particle Image Velocimetry

A more quantitative characterization was then conducted for the synthetic 
jet produced by the actuator, through Particle Image Velocimetry (PIV). A 
diagram of the setup used is shown in Figure 12. Performing a high-quality 
PIV measurement of such a synthetic jet requires some challenges to be 
overcome, particularly regarding the seeding of the jet [24] and the evalua-
tion of the sources of uncertainty. Indeed, first with regard to the seeding, 
the air inside the cavity of the actuator cannot be seeded directly for geome-
trical reasons and the particles tend to be naturally expelled from the synthe-
tic jet. Although the vortex rings drag particles in the jet core, this results 
in poorly seeded areas in instantaneous PIV images. However, through a 
phase-averaged approach it can be expected to provide sufficient informa-
tion to yield a satisfactory averaged description of the complete jet velocity 
field. This approach was thus selected for these measurements. Second, 
regarding the sources of uncertainty in such measurements, various para-
meters must be accounted for. The major parameters identified were the 
location of the laser sheet (about 0.4 mm thick) with respect to the actuator 
exit orifice (diameter of 1mm), the position of the wall on the images and the 
dispersion of the velocity calculated by the PIV algorithm. The uncertainty 
analysis conducted [25] then allows these measurements to be compared 
with simulations of the actuator.

An example of the PIV measurements obtained with an effective capaci-
tance value C = 10.2 nF is shown in Figure 13. In this figure, the evolution 
of the axial velocity, the radial velocity and the vorticity are presented for 3 
consecutive instants measured as from the breakdown instant. With this 
capacitance, phase-averaged axial velocities up to 120 m/s are reached 

Figure 13 – Contour maps of the phase-averaged axial velocity (left column), radial velocity (center column) and  vorticity (right column), obtained for an effec-
tive capacitance C=10.2 nF, at various instants in the jet development: (a) t = 56.3 μs, (b) t = 66.1 μs, (c) t = 76.1 μs. On the vorticity maps, the circled 
numbers highlight specific vorticity regions identified as vortex rings.

on the jet axis. The generation of a train of vortex rings can be observed 
on the vorticity maps, with the circled numbers localizing the different 
rings. As observed with the Schlieren visualizations, the vortex rings inte-
ract, but at different instants due to the difference in capacitance values.
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Figure 12 – Diagram illustrating the PIV setup and the flow visualization 
chamber; a quarter of the floor in which the PSJ actuator is inserted was 
removed for clarity
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LES methodology

Contrary to DBD models, for which non-equilibrium plasma physics is 
required, the PSJ actuator induces plasma, for which the LTE (Local 
Thermodynamic Equilibrium) hypothesis can be formulated. Such an 
assumption eases the development of a dedicated model since the 
flow and the plasma can be considered as a unique mixture driven by 
a real gas law. Thus, following the work initiated by Sary et al [26], the 
spark discharge is modeled through energy source terms depending 
on time and space, and introduced into a large eddy simulation. The 
current intensity being known, whether from direct measurement or 
through an equivalent RLC circuit [14], the source term S is written 
as:

2S Eσ=

where  is the electric conductivity and E is the electric field:

0
2arcr

IE
r drπ σ

=
∫

The discharge canal is assumed to be cylindrical, with a radius rarc. 
Due to the high temperature generated by the energy deposition, a real 
gas model is adopted for air in the computation. The model selected 
is that proposed by D’Angola et al [27], for which, for example, the 
electric conductivity is a function of the pressure and the temperature. 
Thus, the source term S is coupled to the Navier-Stokes solver for the 
gas, which provides the spatial distribution and the temporal evolution 
of the pressure and the temperature. From these data, the source term 
is evaluated in the fluid domain and added to the energy equation. 
The CEDRE code [28] from ONERA is a multi-physics platform that 
contains several solvers, all coupled together. The source term S 
is computed from a solver called COPAIER, included in the CEDRE 
code, and coupled to the unstructured Navier-Stokes solver called 
CHARME. In order to compute the synthetic jet produced by the 
energy deposition inside the cavity, Large Eddy Simulations (LES) are 
carried out. The cavity, including the electrodes, is meshed with about 
one million cells, as shown in Figure 14, whereas the outer region in 
which the jet expands typically contains 5-10 million cells. 

Figure 14 - Typical mesh inside the PSJ cavity

Excellent agreement with measurements from Hardy et al [8] has 
been obtained by Laurendeau et al [23].  Comparisons of the jet front 
evolution and jet topology have proven the relevance of the proposed 
methodology. Recently, further validation of the energy deposition 
model has been achieved using the PIV measurements. Figure 15 
compares velocity fields obtained from PIV and from the LES at the 
same instant after the breakdown.

y(
m

)

Ax
ia

l v
el

oc
ity

 (m
/s

)

2.5

2.0

1.5

1.0

0.5

120

100

80

60

40

20

0

-20

 -1.0 -0.5 0 0.5 1.0
x (m)

PIV LES

 
Figure 15 - Axial velocity fields Vy generated with a capacitance value 
C = 10.2 nF. Left: phase-averaged velocity measured by PIV at t = 86.1 μs. 
Right: velocity yielded by LES at t = 86.1 μs after the breakdown.

The general topology of the synthetic jet is well recovered and the 
velocity magnitudes are also fairly well reproduced. Main discrepan-
cies appear in zones where the confidence level is rather low for PIV 
measurements [25].

Conclusion

For several years, ONERA has investigated both DBD and PSJ plasma 
actuators. Two different objectives have been targeted: the transition 
location delay for a DBD actuator and the separation reduction or 
delay for a PSJ actuator. The ONERA approach consists in a dual 
investigation relying on both dedicated experimental work and CFD 
simulations. For the DBD actuator only a heuristic model is under 
development at the DMAE, with the goal of implementing it in CFD 
codes. On the other hand, a detailed model of the PSJ actuator is 
being investigated, using LES simulations. A very good agreement 
has been obtained when comparing the results of the simulations with 
PIV measurements, inducing a reasonable trust in the energy deposi-
tion model. The next step will consist in deriving a simple model of the 
flow at the exhaust of the PSJ actuator, this model being then imple-
mented in CFD codes for practical applications of flow active control. 
Using both experiments and numerical simulations, Onera intends to 
implement control strategies based on these plasma devices in com-
plex and realistic aerodynamic configurations 
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TS (Tollmien-Schlichting)
CF (Crossflow)
PIV (Particle Image Velocimetry)
LES (Large Eddy Simulations)
CFD (Computational Fluid Dynamics)
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